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(iii) All jacks shall be properly lubri-
cated at regular intervals.

(iv) Each jack shall be thoroughly in-
spected at times which depend upon
the service conditions. Inspections
shall be not less frequent than the fol-
lowing:

(a) For constant or intermittent use
at one locality, once every 6 months,

(b) For jacks sent out of shop for spe-
cial work, when sent out and when re-
turned,

(c) For a jack subjected to abnormal
load or shock, immediately before and
immediately thereafter.

(v) Repair or replacement parts shall
be examined for possible defects.

(vi) Jacks which are out of order
shall be tagged accordingly, and shall
not be used until repairs are made.

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6,
1979, as amended at 55 FR 42328, Oct. 18, 1990;
58 FR 35176, June 30, 1993]

§1926.306 Air receivers.

(a) General requirements—(1) Applica-
tion. This section applies to compressed
air receivers, and other equipment used
in providing and utilizing compressed
air for performing operations such as
cleaning, drilling, hoisting, and chip-
ping. On the other hand, however, this
section does not deal with the special
problems created by using compressed
air to convey materials nor the prob-
lems created when men work in com-
pressed air as in tunnels and caissons.
This section is not intended to apply to
compressed air machinery and equip-
ment used on transportation vehicles
such as steam railroad cars, electric
railway cars, and automotive equip-
ment.

(2) New and existing equipment. (i) All
new air receivers installed after the ef-
fective date of these regulations shall
be constructed in accordance with the
1968 edition of the A.S.M.E. Boiler and
Pressure Vessel Code Section VIII.

(ii) All safety valves used shall be
constructed, installed, and maintained
in accordance with the A.S.M.E. Boiler
and Pressure Vessel Code, Section VIII
Edition 1968.

(b) Installation and equipment require-
ments—(1) Installation. Air receivers
shall be so installed that all drains,
handholes, and manholes therein are
easily accessible. Under no cir-
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cumstances shall an air receiver be
buried underground or located in an in-
accessible place.

(2) Drains and traps. A drain pipe and
valve shall be installed at the lowest
point of every air receiver to provide
for the removal of accumulated oil and
water. Adequate automatic traps may
be installed in addition to drain valves.
The drain valve on the air receiver
shall be opened and the receiver com-
pletely drained frequently and at such
intervals as to prevent the accumula-
tion of excessive amounts of liquid in
the receiver.

(3) Gages and valves. (1) Every air re-
ceiver shall be equipped with an indi-
cating pressure gage (so located as to
be readily visible) and with one or
more spring-loaded safety valves. The
total relieving capacity of such safety
valves shall be such as to prevent pres-
sure in the receiver from exceeding the
maximum allowable working pressure
of the receiver by more than 10 per-
cent.

(ii) No valve of any type shall be
placed between the air receiver and its
safety valve or valves.

(iii) Safety appliances, such as safety
valves, indicating devices and control-
ling devices, shall be constructed, lo-
cated, and installed so that they can-
not be readily rendered inoperative by
any means, including the elements.

(iv) All safety valves shall be tested
frequently and at regular intervals to
determine whether they are in good op-
erating condition.

[568 FR 35176, June 30, 1993]

§1926.307 Mechanical
mission apparatus.

(a) General requirements. (1) This sec-
tion covers all types and shapes of
power-transmission belts, except the
following when operating at two hun-
dred and fifty (250) feet per minute or
less: (i) Flat belts 1 inch (2.54 cm) or
less in width, (ii) flat belts 2 inches
(5.08 cm) or less in width which are free
from metal lacings or fasteners, (iii)
round belts ¥ inch (1.27 cm) or less in
diameter; and (iv) single strand V-
belts, the width of which is thirteen
thirty-seconds (13452) inch or less.

(2) Vertical and inclined belts (para-
graphs (e) (3) and (4) of this section) if
not more than 2% inches (6.35 cm) wide

power-trans-

232



		Superintendent of Documents
	2013-08-21T01:13:15-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




